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EDS-1500 Series                                  Network Digital Signage Player

Main Features 
- Rugged Housing Design 
- Layout Designer 
- Background Setting 
- Playback of digital video, graphic and text contents 
- High quality digital and analog video output 
- Supports direct connection to LCD 
- Play list to control and schedule the playback 
- IDE and USB ports for optional content storage 
- Transfer all content over Ethernet 
- Supports wireless LAN connection 
- Fan less, compact PCB module 
- Stereo audio function

System Specifications

Box Mechanical Drawing :

Operating Temperature : -20 to 60  C۫
Humidity : 5-85% @ 50  ۫C

Power Adapter : 12V DC IN
Power Consumption : Approx:5W
Power Source : AC100~240V,Universal,+ 10%

: AC-DC Power adapter and AC Power cable
: Media Management Software 
: Operation User Manual
: DVI-VGA Cable

General : Environment Considerations:

Power Specifications :

Accessories

Available Options :Content ( Media Format ):

Video Format support : MPEG1,MPEG2,MPEG4,WMV9
: DAT,VOB,Divx,Xvid,H.264

Graphics Format support : JPEG, BMP,PNG
Text Banner : Variable scrolling speed and position

Input /Output :

EDS-1500-P     Network Player Plus 
EDS-1500-G     Network Player Gold 

Ordering Information :

Dimensions : 250(W) 142(H) 46(D)mm
Weight   Approx. 0.6kg
Storage Media : 1GB,Industrial CF Card

  Optional - HDD 40 GB
  ( Need to be Linuxext2 format )

USB Port   USB 2.0 for Flash Storage Drive
Content Update: Ethernet/WLAN/USB flash drive

Output
Video Output : DVI-I / VGA / S-video/Composite
Audio Output : Stereo Phone jack
Netwrk Connection
Ethernet LAN : 1 x RJ45-10/100/Mbps

 - RS232c x 1
 - miniPCI for 802.11 b/g WLAN


